Creating a “Safe

© Compound” A&ti .
sice1988  Your Factories, Kitchens &
* 100% Made in Malaysia Outdoor Landscapes

. Quality Tested
. Pure Copper & Fire Retardant Material

. Local Market Distribution: 200+ Dealers .

. Export Market: United Kingdom - 1 @’«*”‘
Denmark - South Africa - Thailand - o T o
Qatar - UAE Countries : ‘

. International Standard Compliance:

IEC 60947-3 & IEC 60529 (for IP66)

Approved by:
‘)< SuruhanjayaTenaga
i - Energy Comirmission
SIRIM

“Buatan Malaysia,
. Pilihan Bijak.”

BUATAN MALAYSIA

'S
Utilization Characteristics AC-23A
Compliance:
Able to withstand with high surge current or 8
times rated current within 1 second start-up
switching. High performing connect switching for
industries’ machinery & motors use.
|
TYPE CODE DESCRIPTION e,
ED20 (S) 20A 2P Enclosed Isolator
ED32 (S) 32A 2P Enclosed Isolator
ED45 45A 2P Enclosed Isolator
WEATHERPROOF ED63 63A 2P Enclosed Isolator
13A SWITCHED SOCKET ET20 20A 3P+N Enclosed Isolator
OUTLET IP66 ET32 32A 3P+N Enclosed Isolator
ET45 45A 3P+N Enclosed Isolator
TYPE CODE DESCRIPTION ET63 63A 3P+N Enclosed Isolator
ESS1366 Weatherproof 13A Switched Socket Outlet EF20 20A 4P Enclosed Isolator
ESS1666 Weatherproof 15A Switched Socket Outlet EF32 32A 4P Enclosed Isolator
WUS1355 Weatherproof 13A Unswitched Socket Outlet EF45 45A 4P Enclosed Isolator

ESS1666/S Weatherproof 16A Switched Socket Outlet

EF63 63A 4P Enclosed Isolator

Forfurther enquires, pleiﬁse contact TEl Indd%ftzié's Sdn. Bﬁd & email to sales@timenfé?a.com



